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Saunders
ES Modular Dimensions
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H (A Type Diaphragm Valves) - Size in mmOModel 015 150125100080065050032025020 040
ES61

ES72

ES71

ES70

ES69

ES68

ES65

ES64

ES63

ES62

ES58

ES57

ES56

ES55

ES54

Fail Safe
Spring

to Close

Fail Safe
Spring

to Open

Double
Acting

413

784

169

549

425

316

260

169

549

425

316

260

169

549

425

316

260

Fail Safe 
Spring to Close

Fail Safe 
Spring to Open

Double Acting



Crane Process Flow Technologies Ltd
Grange Road, Cwmbran, Gwent, U.K. NP44 3XX
Tel: +44 1633 486666
Fax: +44 1633 486777
www.saundersvalves.com   www.craneflow.com   
Printed in the UK.

Due to constant product improvements, details shown on this data sheet are subject to change.

H (KB Type Diaphragm Valves) - Size in mmOModel 015 150125100080065050032025020 040
ES61

ES72

ES71

ES70

ES69

ES68

ES65

ES64

ES63

ES62

ES58

ES57

ES56

ES55

ES54

Fail Safe
Spring

to Close

Fail Safe
Spring

to Open

Double
Acting

480

280

227

556

450

520

480

281

227

557

450

521

326

280

794

555

740

518

351

307

819

582

765

547

400

382

827

850

841

797

453

430

413

950

857

881

1102

871

827

429

406

926

833

1078

847

544

521

1041

948

1193

962

169

549

425

316

260

169

549

425

316

260

169

549

425

316

260

Note
All dimensions are based on unlined bodies and bareshaft actuators. Add on handwheel dimensions are
below.

Actuator Add-on 
68 / 69 / 70
61 / 62 / 63

71 / 64

+ 14mm
+ 14mm
+ 18mm


