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Items
DN15
DN20
DN25
DN32
DN40
DN50
DN65
DN80

DN100
DN125
DN150
DN200
DN250
Dn300

aH1
525
531
531
531
529
541
558
573
595
621
647
705
757
808

bH1
445
451
451
451
449
461
478
493
515
541
567
625
677
728

cH1
355
361
361
361
359
371
388
403
425
451
477
535
587
638

D1
45
58
58
58
85
99
118
132
156
184
211
266
319
370

L1
65
65
65
65
70
70
70
70
70
70
70
98
114
130

H2a

540
545
550
563
578
590
612
625
644
674
703
757
810
860

H2b

460
465
470
483
498
510
532
545
564
594
623
677
730
780

H2c

370
375
380
393
408
420
442
455
474
504
533
587
640
690

L2
170
170
250
250
250
250
250
280
300
350
350
400
450
500
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Density
(kg/m3)

DW
DN15
DN20
DN25
DN32
DN40
DN50
DN65
DN80

DN100
DN125
DN150
DN200
DN250
DN300

0.66
1.27
1.43
2.09
3.85
5.17
7.81
12.1
22

30.8
57.2

108.9
202.4
275

0.55
1.1

1.32
1.98
3.52
4.73
7.15
11

19.8
28.6
55

96.8
181.5
242

0.52
1.08
1.21
1.87
3.3

4.29
6.93

10.56
18.7
27.5
49.5
85.8
165
220

0.41
0.99
1.16
1.78
3.08
4.07
6.82

10.12
17.6
26.4
46.2
77

143
198

0.4
0.88
1.1

1.72
2.86
3.96
6.71

10.01
16.5
25.3
39.6
68.2
121
176

0.33
0.64
0.9
1.6

2.42
3.3
5.5
8.8

14.3
23.1
33

58.3
88

132

0.31
0.62
0.84
1.49
2.31
3.08
4.95
8.36
13.2
22

30.8
55

79.2
121

0.29
0.59
0.78
1.32
2.2

2.86
4.62
7.7
11

19.8
28.6
47.3
74.8

107.8

0.26
0.57
0.75
1.1

2.09
2.75
4.4
6.6
9.9

15.4
22

38.5
60.5
84.7

4.5
8

12
20
32
50
84

127
198
310
445
791

1237
1780

�Unit:m3/h)Different density liquid, the mini flow rate Qmin(Unit:m3/h)

500 600 700 800 900 1000 1200 1400 1600 1800 Qmax

Liquid flow range
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DW

mm

Qmin

Qmax

Qmin

Qmax

Qmin

Qmax

Qmin

Qmax

Qmin

Qmax

Qmin

Qmax

Qmin

Qmax

Qmin

Qmax

Qmin

Qmax

Qmin

Qmax

Qmin

Qmax

Qmin

Qmax

Qmin

Qmax

Qmin

Qmax

3.85

35

6.84

62.2

10.68

97.1

17.49

159

25.3

300

38.5

550

64.9

790

98.45

1195

0.15

1.87

0.24

2.91

0.35

4.2

0.62

7.5

0.96

11.6

1.38

16.7

5.67

51.5

10.07

91.6

15.73

143

25.63

234

36.3

440

38.5

460

95.7

1160

144.1

1760

0.22

2.75

0.35

4.29

0.51

6.18

0.9

11

1.41

17

2.04

24.7

7.41

67.4

13.09

120

20.46

187

33.66

306

47.3

575

57.2

680

125.4

1520

189.2

2300

0.3

3.6

0.46

5.62

0.66

8.09

1.19

14.4

1.85

22

2.66

32

9.12

83

16.17

147

25.3

230

41.47

378

58.3

710

69.3

845

150.7

1835

233.2

2800

0.36

4.43

0.56

6.91

0.81

9.96

1.45

17.7

2.2

27.6

3.28

39

11

100

19.58

178

30.69

279

50.27

457

70.4

860

83.6

1020

182.6

2222

282.7

3400

0.44

5.36

0.68

8.37

0.99

12

1.76

21.4

2.76

33

3.97

48

12.54

115

22.44

204

34.98

318

57.42

522

80.3

980

96.8

1170

209

2540

319

3900

0.51

6.12

0.78

9.56

1.13

13.8

2.01

24.5

3.16

38

4.54

55

15.95

146

28.49

259

44.55

405

72.93

664

102.3

1250

122.1

1480

264

3230

407

4900

0.64

7.78

1

12

1.44

17.5

2.56

31.1

4

48

5.78

70

17.93

163

32.01

291

49.94

454

81.95

745

110

1400

137.5

1670

303.6

3620

451

5580

0.72

8.73

1.1

13.6

1.62

19.6

2.87

35

4.5

54

6.48

78

19.36

176

34.43

313

53.79

489

88.11

802

121

1500

143

1800

326.7

3970

495

6000

0.77

9.4

1.21

14.7

1.74

21.1

3.09

37.6

4.84

58.7

6.97

84

22.55

205

40.04

365

62.59

569

102.63

933

143

1750

165

2100

379.5

4620

572

6999

0.9

11

1.41

17

2.02

24.6

3.61

43.7

5.61

68

8.12

98

29.37

268

52.25

476

81.73

743

133.1

1218

187

2280

220

2730

495

6030

748

9100

1.1

14.3

1.84

22.3

2.64

32.1

4.71

57.1

7.36

89

10.56

128

36.19

329

64.35

586

100.54

914

163.9

1499

231

2810

275

3360

605

7422

924

11000

1.43

17.6

2.2

27.4

3.26

39.5

5.8

70.3

9.02

110

12.98

158

Mpa

°C

Kg/m3

Range

0.1

120

1.12

0.2

134

1.67

0.3

144

2.19

0.4

152

2.68

0.5

159

3.18

0.6

165

3.67

0.8

175

4.62

0.9

180

5.16

1

184

5.63

1.2

192

6.67

1.6

204

8.52

2

215

10.57

Different steam density corresponding with flow range

Unit

15

20

25

32

40

50

65

80

100

125

150

200

250

300

kg/h

t/h
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ITEM
0.10MPa
0.15MPa
0.26MPa
0.30MPa
0.36MPa
0.40MPa
0.50MPa
0.60MPa
0.70MPa
0.80MPa
0.90MPa
1.00MPa
1.15MPa
1.50MPa
1.65MPa
1.80MPa
2.00MPa
2.20MPa
2.50MPa

130°C
1.1

1.38

140°C
1.07
1.34
1.96

150°C
1.04
1.34
1.9

2.12
2.46

160°C
1.02
1.28
1.85

2.067
2.39
2.61
3.16

170°C
0.99
1.24
1.81
2.01
2.33
2.54
3.07
3.61

180°C
0.97
1.21
1.76
1.96
2.27
2.47
2.99
3.51
4.05
4.59
5.15

190°C
0.95
1.19
1.72
1.92
2.21
2.41
2.91
3.42
3.94
4.46
4.99
5.54
6.37

210°C
0.91
1.13
1.64
1.83
2.11
2.3

2.77
3.25
3.74
4.23
4.73
5.23

6
7.87
8.7

9.55

220°C
0.89
1.11
1.61
1.79
2.06
2.25
2.71
3.18
3.65
4.13
4.61
5.09
5.84
7.64
8.43
9.24

10.36
11.51

250°C
0.83
1.04
1.51
1.68
1.94
2.11
2.54
2.97
3.41
3.85
4.3

4.75
5.43
7.05
7.76
8.48
9.47

10.47
12.02

300°C
0.76
0.95
1.37
1.53
1.76
1.91
2.3

2.69
3.09
3.48
3.88
4.28
4.88
6.3

6.92
7.55
8.39
9.24

10.55

360°C
0.69
0.86
1.24
1.38
1.59
1.73
2.07
2.42
2.78
3.13
3.48
3.84
4.37
5.63
6.17
6.72
7.45
8.2

9.32

420°C
0.63
0.78
1.13
1.26
1.45
1.57
1.89
2.21
2.53
2.84
3.16
3.48
3.97
5.1

5.59
6.08
6.74
7.4

8.39

Tag

Density

Tag

Density

Tag

Density

Air

1.293

Argon

1.79

Ethylene

1.264

Hydrogen

0.0889

Acetylene

1.017

Propylene

1.914

Oxygen

1.43

Methane

0.717

Natural gas

0.828

Nitrogen

1.251

Ethane

1.357

Coal gas

0.802

Chlorine

3.214

Propane

2.005

CO

1.25

Ammonia gas

0.77

Butane

2.703

CO2

1.977

Semi- watergas

0.836

Coke-oven gas

0.4849

°C
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English 128*64 dot matrix LCD(
instantaneous flow rate,
totalizer, temperature and
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Start bit: 1 bit Data bit: 8 digits Parity bit: can beset

Termination b it: can be set Baud ra te : can be set response time : 0.05s
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Remote type wiring

Sensor wiring

Converter wiring
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